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Safety Warning 

Read this manual in itôs entirety before putting 
your Eagle tow tractor into service. This manual 
contains important safety instructions. Improper 
usage or a failure to follow the safety require-
ments listed in this manual could result in severe 
injury or death. 
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Revision History 
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Welcome 

Welcome to the growing family of EAGLE tractor operators.  This tractor was built with 
the operator's safety, comfort and ease of operation in mind. We hope you agree and 
enjoy your EAGLE experience. 

 
Purpose & Use of Manual  

This manual is designed as a quick guide to familiarize you with the correct and safe 
operation of your Eagle vehicle as well as to inform you of the preventative mainte-
nance and servicing recommendations of the manufacturer. 

 

Your EAGLE vehicle was designed to do very specific tasks.  For that reason, it will 
look, feel, drive and function differently than over-the-road trucks and automobiles, as 
well as various other types of vocational vehicles. It is the operatorôs responsibility to 
operate this equipment in a safe and prudent manner. Be alert, yours and otherôs 
safety are involved.   

 

The descriptions and specifications contained in this manual were in effect at the time 
the manual was printed.  EAGLE TUGS reserves the right to discontinue models at any 
time and/or to change specifications, designs or components used without notice and 
without incurring obligations. 
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Contact Information 

Corporate Offices  

Sales, Support, Customer Service 

Eagle Industrial Truck 

26111 Northline Rd 

Taylor, MI  48180 

USA 

(734) 442-1000 ð (800) 671-0431 

 

 

Website  

www.eagletugs.com contains useful sales and service information. Please refer to this 
website for the latest revision of this and all other manuals. 

 

Email Addresses  

Customer Service customerservice@eagletugs.com 

Parts Department parts@eagletugs.com 

Technical Support support@eagletugs.com 

Sales Department sales@eagletugs.com 
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Warranty 

 

Please read warranty information carefully. 

 

When contacting Eagle Tugs for warranty or parts service, please have the following  

information ready: 

 

Tractor model number 

Tractor serial number 

Current hour reading 

 

This information can be found on the data plate located beside the driver seat with the  

exception of the hours which can be read using the OPT10 display on the dash. 

 
Battery 

Refer to the battery manufacturerôs documentation for the traction battery warranty. 

 

 

 

 

 

 

Warranty Registration 

 

Please take the time to completely fill out the warranty registration information found at 
our website www.eagletugs.com. It allows Eagle Tugs to contact the appropriate per-
son(s) for future documentation updates, warranty notices, and safety bulletins. 

 

Note: Eagle tugs cannot start a warranty claim without a completed registration card. 
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3-4 Warranty 

3-Year Warranty Information*  
The Eagle Tugs (Eagle) 3-Year Warranty covers all TT-series, eTT-series, XL-series, eXL-series and USATS tow tractors, used in 
aviation applications.  Eagle Tugs warrants that these tractors will be free from defects in material and workmanship for a period of 3 
years or 3,000 operating hours, with the exception of the electrical system, including but not limited to, starters, alternators and electric 
fans, which are covered for 6 months or 500 hours, from date of delivery to the first customer (or first use), whichever comes first. Writ-
ten notice of any claimed defect must be given to Eagle within the warranty period and within thirty (30) days after such defect is dis-
covered. Liability under this warranty is limited to either replacing or repairing, at Eagleôs election, any part or parts deemed defective 
after examination by Eagle or an Authorized Service Representative. Any Eagle tractor or any of its parts returned by the customer to 
Eagle or an Authorized Service Representative via prepaid transportation, and which is found to be defective, will be repaired or re-
placed and returned to the customer prepaid. On the other hand, should a part be found not defective, inspection and handling 
charges may be charged to the customer or Authorized Service Representative by Eagle.  
 
This warranty does not extend to the tires, batteries, and battery chargers as these are warranted directly to the user by their respec-
tive manufacturer and not by Eagle or an Authorized Service Representative.  
 
This warranty does not apply to any Eagle tow tractor, or component part(s) that have been subjected to misuse, accident, vandalism, 
environmental conditions, improper handling or application, maintenance neglect, including lack of lubricants or fluids; nor does it ex-
tend to the Eagle tow tractor and/or parts which have been repaired or altered outside of Eagle's plant or the facility of an Authorized 
Service Representative without the permission of Eagle.  
 
This warranty does not apply to routine maintenance or wearable parts of the Eagle tow tractor such as filters, seals, plugs, hoses, 
belts, brake pads or shoes, light bulbs, fuses or similar items. Moreover, this warranty does not extend beyond  its original term for any 
Eagle tow tractor or part replaced or repaired under warranty.  

This warranty does not cover or provide credit for the following: tractor rental or other substitute equipment; lodging; loss of time, in-
come, sales or profits; loss of the use of tractor; telephone calls or communication expense; lift truck; storage fees; injury or death to 
persons or damage or destruction of property; or consequential, incidental or punitive damages. 

Labor Allowance: A labor allowance may be issued upon request at Eagleôs discretion. Allowable labor hours and a per hour labor rate 
will be determined by Eagle according to reasonable automotive standards. 

Warranty Claim Procedure: When a warranty situation arises, it is essential that the customer contact Eagleôs Warranty Department at 
+1 734-442-1000. The customer will need to provide Eagle with the tow tractor serial number and engine hours. A customer service 
representative will analyze the problem and determine the next steps. In many cases Eagleôs technical support personnel will be able 
to analyze the problem and recommend adjustments that will solve the problem and reduce down time. If further service is required, 
an Eagle customer service representative will work with customer personnel to arrange a service provider and/or parts be sent to your 
facility for the repair as quickly as possible. 
 
EXCEPT AS SET FORTH ABOVE, ALL WARRANTIES, CONDITIONS, REPRESENTATIONS, INDEMNITIES AND GUARANTEES, 
EXPRESS OR IMPLIED, WHETHER ARISING BY STATUTE, CUSTOM OF TRADE OR UNDER ORAL OR WRITTEN STATE-
MENTS MADE BY OR ON BEHALF OF EAGLE NEGOTIATIONS WITH CUSTOMER, DISTRIBUTOR, DEALER OR ANY REPRE-
SENTATIVE, ARE HEREBY OVERWRITTEN AND EXCLUDED, AND NO LIABILITY SHALL ATTACH TO EAGLE, EITHER IN CON-
TRACT OR IN TORT, OR STRICT LIABILITY IN TORT, FOR ANY DAMAGE TO PROPERTY, LOSS OF PROFITS, DAMAGES, 
COSTS, CHARGES, LIABILITY OR EXPENSES, WHETHER DIRECT OR INDIRECT, CONSEQUENTIAL OR OTHERWISE, WHICH 
ARISE OUT OF OR IN CONNECTION WITH THE SALE OR USE OF ANY EAGLE MACHINE OR THE SUPPLY OF SERVICES.  
 
SUBJECT TO CHANGE WITHOUT NOTICE 

Please check our website www.eagletugs.com periodically for service bulletins and manual updates. 
 
*Note - The Eagle Tugs 3-Year Warranty covers TT-series, eTT-series, XL-series, eXL-series and USATS tow tractors used in aviation  
applications.  All MTT and RTT-series, and Transit Pro tow tractors, and all Eagle models which are used in industrial applications, are 
covered under the Eagle Standard Warranty of 1 Year or 2,000 hours.  Eagle Bob Tails are covered under Ford Motor Company's 
Standard Warranty for each respective Ford truck model. 

  



 

QA009  REV04  03.04.11 

Proper Use of  eTT Series Tow Tractors 

The eTT line of tow tractors is designed to be an aircraft tow tractor. When used prop-
erly in this application, the eTT line of tow tractors will provide years of safe operation. 
The following activities fall within the approved and anticipated usage: 

Aircraft Towing 

Aircraft Push-back 

Travel on improved surfaces with minimal slope 

 

Never misuse the tow tractor. The tractor has been designed with aircraft towing as the        
intended usage. Never do any of the following with the tow tractor: 

ñHorseplayò 

Racing 

Turn at excessive speed 

Off-road travel or travel on unimproved surfaces 

Drive crossways on a slope or turn on a slope 

Vehicle Weights and Performance 

Model Number 
Year of  
Manuf. 

Mass (lb/kg) 
Rated Draw Bar Pull, 

DBP (lbf/N) 
Rated Vertical Hitch 

Load (lbf/N) 

eTT12 AWD 2009 14,100 6,395 12,000 53,400 500 2,200 

        

        

Motor   S3 15% Power (hp/kW) Torque (ft-lb/Nm)   

Danaher     180/4-200 54 40 192 260   

 S2 60min (hp/kW)   Torque (ft-lb/Nm) 

 32 24 114 155   
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Unpacking and Setting Up 

The following directions specify the correct steps that should be taken once you       
receive delivery of your eTT series tow tractor. These steps will ensure that the tow  
tractor will operate safely. 

 

1.Read this entire manual, paying close attention to the safety requirements laid out in 
it. 

2.During the unloading of your tractor, you should note any shipping damage and re-
port it to Eagle Tugs and the shipping company. Verify that all components appear 
to be in order and undamaged. 

3.Remove any documentation (including this manual) from where it is secured to the 
seat. Dispose of the zip ties. 

4.Verify correct tire pressure on all tires 

5.Inspect the traction battery cells for water level verifying that the water is between the 
top of the charge plates and 1/4ò below the vent well. Charge the battery to full and 
do an equalization charge. During or immediately after the equalization charge, wa-
ter the battery if it was found to be low on water. Refer to the included battery and 
charger manuals for specific details. 

Warning: Never water a cold battery. Only water a battery during 
the degassing process of an equalization charge, or immediately 
after an equalization charge. Watering a cold battery will result in 
overflowing of battery acid which will reduce battery life and dam-

6.Your tow tractor (if equipped) was shipped with two permanent and two removable  
tie-down rings, If necessary, these rings can be removed using the following direc-
tions. Note: you will lose the ability to transport the tractor by removing the tie-down 
rings. 

The rings can be removed by removing the four bolts/nuts that secure the hitch 
and tie-down ring bracket in place.  The hitch then needs to be re-secured using 
the same bolts and torqued to a value of 85/115 ft-lbs/Nm. 
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eTT Tie-Down 
Ring Location 

General Safety 

The following safety recommendations are not intended to address every possible 
safety aspect of operating this vehicle, but rather serve as a guide.  Eagle has taken 
extensive measures to make sure that ALL vehicles are designed and tested to be 
safe when they leave the factory.  Modifications made to the vehicle after it leaves the 
factory can cause the vehicle to be unsafe.  In any situation, common sense and cau-
tion should always be applied and is ultimately the owner/operatorôs responsibility. 

 

This tractor is designed to be a dedicated "WORKING" vehicle.  It is not designed for 
or intended to be used for recreational activities, racing or general "horse play activi-
ties". Use for any of these inappropriate activities could result in injury, death or dam-
age to the tractor and surrounding objects. 

Follow all company, facility and OSHA Safety Rules. If you don't have a copy of 
these, request a copy from your facility management and review them carefully. 

Review carefully and understand the appropriate sections of this manual before 
starting or operating this tractor. 

Be sure that the tractor is equipped with fully functional safety equipment re-
quired in the areas it will be operated.  Such items as rotating beacons, back-up 
alarms, etc. are available from EAGLE's Factory or your local EAGLE distribu-
tor.  

Always do the "PRE-OPERATION INSPECTION" before using the tractor.  

Do not begin to operate the tractor if it should have defective lights, horn, 
brakes, steering or tires. Report irregularities immediately to the proper person-
nel. 

Warning: Failure to comply with the following safety precautions 

can result in serious injury or death as well as equipment damage.  
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